HoeeakKae< 


Cin iC tarts 
OOWROGEVES 2 EERO 


Model ........ ee eeeeeeeseeeeeeeee Case 6BT-590 
TY Pe@svcasseccecne 4-stroke, turbocharged 
Cylinders: s.0: heed nuienniiaiees 6 
Bore/Stroke .......ccceeeeees 4.02” x 4.72” 

(102 X 120 mm) 
Displacement .............0.. 359 in? (5.9 L) 
Fuel injection ........ccccccceeceseees Direct 
Fuel wviciec tosses tc iencteet sce #2 Diesel 


Fuel filter......... Replaceable, full flow 

spin-on cartridge 

Air filter... Dry type element 

w/warning restriction indicator 
Radiator 


Core type wee In-line 9 fins/in 

ROWS Of tubeS......ccccecceceeeseeeeesees 5 
Fan 

Style... cstcsedeened. 8 blade puller 

Diametet............. ce 28” (711 mm) 
Water pump 

DEYN E sea ciscsecsageetetuedtheleteeeates Integral 
Engine oil 

Pump........ Deep sump plate cooler 


with pressurized 
under-piston nozzles 
Pump operating angle ratings 


Side-to-Side .......cceeeeeeeee Rated 45° 
Fore and aft.........cccee Rated 45° 
Oil filtration... Replaceable, 


full flow spin-on cartridge 
Engine speeds (rpm) 


Rated speed, full load.............. 2200 

| 0) 1a (0 | (nO 920-980 

High idle, no load........... 2305-2385 
Horsepower 


Gross...... 142 (106 kW) @ 1800 rpm 
Net ......... 134 (100 kW) @ 1800 rpm 
Peak torque @ 1400 rpm 


Gross accents 452 lb-ft (613 N-m) 
Neti ssetstesctn 441 lb-ft (598 N-m) 
Torque rise @ 2000 rpm .............4. 25% 


NOTE: Gross horsepower and torque per SAE 
J1995. Net horsepower and torque per 
SAE J1349. 


SESE ROR 


Transmission....... 4F/3R Proportional 
w/Electronic Control Module 

torque sensing autoshift/manual 
shift and modulation 


GO als sy eseeieieedec Sees Helical cut 
Gear ratios Forward Reverse 
TSthinctiiawads AOV2 2 bitte sce 3.804 
DIG sé 2adereesasets DEOQAS Sv esienssats 1.919 
Bt ave titeetecdiaihes 1.088 oo... cece 1.031 
ALD ccsccvetoventeccdsoe 0.619 uo... NA 
Torque converter 
Stall TatiO ss. ciecseeiacdees secs 2.66:1 
Differential... Limited slip 


w/45% transfer on front 
and rear axles 


Rear axle oscillation.............. 24° total 
Front and rear axle 
Differential ratio ...........ccce eee 3.18 
Planetary ratio... 6.40 
Final axle ratio ..........cccceeeeee 20.36 
PlanetarieS.........ccccccccesceeees Outboard 
Service brakes .............. Hydraulically 


actuated, maintenance-free, 
multiple wet disc w/accumulator 
to all four wheels 
Brake surface area.... 355 in’ per hub 
(0.229 m’) 
Parking brakes........... Spring-applied 
hydraulic release disc on 
transmission output shaft 

Travel speeds — mph (km/h) 

w/20.5x25 L3 Tires 


Forward Reverse 
IStieatinaties 4.3 (6.9) ....... 4.5 (7.3) 
QHG ses. 8.3 (13.4) ..... 8.8 (14.1) 
SE Asesciosseiee 14.7 (23.7) ... 15.4 (24.8) 
Ath... 23.6 (38.0)... eee NA 


NOTE: Travel speeds at full engine throttle. 


SRE ROR 


Voltage...... 24 Volts, negative ground 


Alternator ....ccecccecceteeeeeees 45 amp 
Batteries ........ccssceccnssesseseree (2) 12 Volt 
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CASE 


WRK 


Pump (steering /implement)............... 
Closed centered pressure/ 
flow compensated 
Variable displacement ..... 4.33 in°/rev 
45.2 gpm @ 2000 rpm @ 3600 psi 
(171 L/min @ 2000 rpm 
@ 24 822 kPa) 
Loader control valve... Closed-center, 
sectional 2, 3 or 4-spool with 
pilot control for lift, tilt 
and auxiliary hydraulics, 
electromagnetic detents in 
float, raise and rollback 

Loader auxiliary 
SteeCTING «0... Hydraulic orbital 
center-pivot articulating 
w/on-demand oil flow 
High pressure standby........... 3625 psi 
(25 000 kPa) 
Filtration .........ccccccccsccesseceee 10-micron, 
full flow replaceable cartridges 
on return line, condition indicator 
light for filter 


LHR DISK 
Lift cylinder 
Bore diameter..... 4.50” (114.3 mm) 
Rod diameter ....... 2.50” (63.5 mm) 
Stroke we 31.00” (787.6 mm) 
Dump cylinder (Z-Bar & XR) 
Bore diameter..... 5.00” (127.0 mm) 
Rod diameter ....... 3.00” (76.2 mm) 
Stroke 24.40” (619.7 mm) 
Dump cylinders (XT) 
Bore diameter..... 4.13” (104.8 mm) 
Rod diameter ....... 2.25” (57.2 mm) 
Stroke 37.57” (954.4 mm) 


A 
* ] 
zeal 
SOR HR RIK 
Height to — 
As,” LOp-OF RORS: Calbisci. icssiitanatissiastasate tosis ink sate fo nee aadaertaveanen oe eeancvctedennchednecame rine 128.3” (3259 mm) 
PPA W DAN aithecsccecsestecesesvesecvecedscnveesnshssesbesteccstns zesedetsestede saute sa vseuushs vizenstsesdvs ues detsvsasivdeuss} ivsk bess: sestebesbesexenseviee’s 39.0” (992 mm) 
Bs Wiel base sss2estscssisecucse pubes eves chess bveci dieses deensdaceucss Adar sudvigvekk nee doeMetenssads bast bless een ee ack eee aA 114.2” (2900 mm) 
GGrotind: Clearance scares sciesscscsssdes cescosssvesae csceckbis exstesvca seuss sav$a seats sated axe cseicepetsevesessodscveu saved dacvssavex sess seavh geass boaved 18.7” (474 mm) 
ID.Angle of departure .iciascin und nein cited naan aed dainndii a nen a uatuian aainnein ania aGamamenin tana 28° 
Width - 
Overall* w/o Bucket iinsccecssacsassseite Aavicstdesstenssuiedon ties euasepvasigessersaaudedarssvsbedaubeeuantsnasepvasisnaaaoaee de deaysesideces 95.4” (2423 mm) 
Ceriterlin © tra iatccices Secs tueuceteseannsnsnsiomnesesasvesustexseseeis Gvaceteisansas enavensarsend tae eee stesso es oo en 72.8” (1850 mm) 
AUeMIN S Pa dius * = Outside. ccc niticek sehen Ress ape Naentanees Eaten salaeei sa cdedecdaaagtetinenameviaeotimaneeaieiaeee 204.5” (5194 mm) 
Turning angle — 
From: Center s:ncidetiuiiiivehda akties avid iNemiahihl a adiaihwaiintniaunln tinned aantls 40° 
MO tA AGC ssc cscendedecsecessacassseanchsessdsassansssis cesses sacecessse sansa sons seses casos cossasiessensase pshaed de secede S40 heise sh sass apebesvesasersssstls coh eastesneesvare 80° 
Reariaxle oscillation, to tals: :ssee.5 sa coug se shcsksdscvaes ie totncesvaciesseasdacstecasiek seoetancasuc 9 eee el siunein daca eis eee i es Net eld cies 24° 


NOTE: *Dimensions taken with 20.5x25 L2/L3/XHA TL tires. Additional dimensions on pages 3 & 4. 


HE RIK IE OAR ROKK 


Tipping Load Tipping Load 
Weight Adjustment Adjustment 

Select Options Adjustment Straight 40° Turn 

ROPS CANOPY iiseicessea tesa ichedescieesdevatersselessSessteseckedsibeneedestesas -295 Ib (-134 kg).......... -272 Ib (-123 kg).......... -234 Ib (-106 kg) 
17.5x25 12 ply [2 tires sete dicot Cnn inniys -1,156 Ib (-524 kg)... -566 lb (-257 kg).......... -318 lb (-144 kg) 
TZ5xX25 12. ply US i008 ss. sctosesteettedateeriae Aol iateaast otters -948 lb (-430 kg).......... -374 lb (-170 kg)... -189 lb (-86 kg) 
TZ.5R25 XT LAT Gres wicca ditties seis aienignienivns -1,016 Ib (-461 kg).......... -442 Ib (-201 kg).......... -246 lb (-112 kg) 
U7 :5RO5 XA TL: URCS as sesescctinsscdastivh i decstestecaarsciteeceseneds -792 Ib (-359 kg).......... -221 Ib (-100 kg)... -49 lb (-22 kg) 
20:5x25'12 ply L2 Ths «shia nnnniamanadnat -100 Ib (-45 kg) we. +20 Ib (+9 kg)... +115 lb (+52 kg) 
20:Ox25 12: Ply Lo MNCS i cscestaec ts aces eatesvttecteneevnttonieds +228 Ib (+104 kg)....... +608 Ib (+276 kg) ....... +754 Ib (+342 kg) 
20.5x25'16 ply L2 Tres side idhaniatiniannhnnmie -44 Ib (-20 kg) ......... +204 Ib (+93 kg) ....... +361 Ib (+164 kg) 
2O:DR25 XETAML: TLCS 4 ssssctoetiinscesessessnverstcshserestetduancalhcebey +380 Ib (+172 kg)....... +421 Ib (+191 kg) ....... +446 Ib (+203 kg) 


NOTE: **Unit equipped with Z-Bar loader arms, 2.5 yd’ (1.96 m’) general purpose pin on bucket w/bolt-on edge, 20.5R25 XTLA Michelin tires, 
ROPS cab with heater and A/C, standard counterweight, standard batteries, front and rear fenders, full fuel and 175 lb (79 kg) operator. 
Adjust select options from rated weight. 
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AS Omm 


AS Omm 


AS Onn 


WORM Ces PR 


3.0 yd’ GP (2.29 m*) 2.75 yd> GP (2.10 m*) 2.75 yd’ GP (2.10 m*) 
621D Z-Bar Bucket w/Bolt-on Edge Bucket w/Bolt-on Edge Bucket w/Teeth & Segments 
SAE bucket capacity = Struc .ics.ci:cc..cesisissccsnsasisisssacsonisivecsiece 256 YO? (L9G MY) iccssidsicccninistecie D2 Oe (IGA TN? asad csisiess tess scceseys DB2Y A? C77 Me) sisssscccssnisivecss. 
Heaped o.ssssssssssssssssssssssssssssssssssssssssisssssssssnsassassnssassasssssassasss 3.00 yd? (2.29 M) vessesssssessssssssesssseee 2.75 yO (2.10 Mn) ceccscsscssssscsssssesseeeee 2.75 yd? (2.10 m’) 


Bucket width — outside ... . 102.4” (2602 mm)... 


.. 102.4” (2602 mm)... .. 102.4” (2602 mm)... 


Bucket: Weigh tisesiccscctctscccsiegslesesissesstdesdiscsshens .. 1,949 Ib (884 kg)... «+ 1/856: Ib (842 Ke) ..ccccscscetssssesecsssicons 1,923 Ib (872 kg)... 
Operating height — fully raised w/spillguard ............ccccseeceees 198.0" (5030 MM) wrsisicesiscasieccecssscasicces 195” (4953 MIM) vsisssesscisesscssnssczceeseres 195” (4953 mm) 
Hinge pin height — fully raised... esses seeseeseeneeesees 150:7" (3828 mM) wssscscssesesdscsscesszsesss 150.7” (3828 mm) 150.7” (3828 mm) 
Overall length — bucket level on ground.. . 277.2” (7042 mm)... ... 274.6” (6974 mm)... ... 280.4” (7121 mm).... 
Dump: arigle — fully: raised s:cssiciess.cceorscresssceesieareescsanratesrsccsrvatiedcavisienicavies co rerrerertere ree cree epee ee rere OOF issseseareseses ces steeeiins nueassassttearestarsetees 50° .... 
Dump height — fully raised, 45° dump ......ecceeeeeeeees 110.2” (2799 WO) wssiscssisesesscscseessesscees 112” (2844 mm) 108.2” (2748 mm) 
Bucket reach — fully raised, 45° CUMP.......ecceeeeeeeeeeeeeeees 39:9” (LOTS MAM) csicsctssssacsissaesscncesizacs B81 (969 MM) soieieesssccsisscessesessasss 42.2” (1071 mm) 
Bucket reach — 7’0” (2.13 m) height, 45° dump . .. 59.6” (1514 mm)... B72 (PAID MIM: cssscssvsssccctsevevseszecees 60.8” (1544 mm).... 
Operating: load = SAE raic.s:ctccsessteestcoatisvesiccnstsaseasccatacteteisnetensie 8816: Ib (8999 Ke) eccsssescvsscesscavecstseses 8,916 lb (4044 kg)... 8,873 lb (4025 kg).... 
Maximum material density — SAE ......cceeeeeeeeee 2,939 Ib/yd? (1743 kg/m?) oes 3,242 Ib/yd? (1924 kg/m’) «0... 3,227 lb/yd? (1914 kg/m’) 
Tipping load —- SAE 
SALE scan ceesas tedseatese, teectescastacssssiuseihh wieladien ashaiunieiale 21,026:1b (9537 KE) setts ssccssscesssasstsnee 21,239 Ib (9634 kg) cece 21,152 Ib (9594 kg) oo. eeeeeeeeeeeee 
AOS CUI gavseceavessiserccanstsiniacsistatiseteantninteeeiaranisetataiets 17,631 ID(7997 Ke) csccsssssssssccasstssszes 17,833 Ib (8089 kg) .....cceseessseeeeeeeee 17,746 Ib (8049 kg) oo... 
Lift capacity — 
PUM CL OP iets scseacvs dessessasdaniocthctsteddkerastistvadacvisistnssieeratatics 14,636 Ib (6639 kg) wo. 14,731 Tb:(6682 Ke) <.ccssecsssssssessssszenes 14,663 lb (6651 kg) 
Maximum reach... 3#3-20,880 1b:(9471 Kg) cscsssssssssstcarteceac 20,980 Ib: (9516 Ke) siiscssccsesscsecsscsssts 20,911 Ib (9485 kg)... 
GrOUN a ssiivcitessdebeastiised ... 22,917 Ib (10 395 kg)... .. 23,989 lb (10 881 kg)... .. 23,939 Ib (10 858 kg) .... 
Breakout force w/tilt cylinder <....:isccscssssecasssssesiassienssatsans 23,444 Ib (10 634 kg) wee eee 24,868 Ib (11 280 kg) oo. 24,803 lb (11 251 kg) 


Maximum rollback — 


@ Trl 1 Nts sostues sesekias ct sesteacaeataa sp cstacs tessaizeds tiesatise tase settee saaist esata DO ssahssettts tute ae atic dld aiatedeaatess DD jesshstcnsstessecsacanstaseatsehantssetmasestinases DO aisatecsssstiscaients 


Maximum grading angle w/bucket — back dragging 
Loader. clearance circles: sess sessitiesetcivasshostinvesstarstist 


2.5 yd> GP (1.96 m*) 
621D XT Bucket wEdge** 

Operating height — fully raised w/spillguard ..........ccccesceeeceees 204.4” (5190 mm) 
Hinge pin height — fully raised .........ccceccesesceseeseesesteseeteseeneees 156.9” (3986 mm) 
Overall length — bucket level on ground.. . 283.5” (7202 mm) 
Dump angle = fully PaiSed i......tcss.eceuisecasacddesthdscdeadsardeddaleddssiastdesnedersasdeseaeciiaae 50° 
Dump height — fully raised, 45° CUM... 115.9” (2943 mm) 
Bucket reach — fully raised, 45° dump............. .. 45.3” (1150 mm) 


Bucket reach — 7’0” (2.13 m) height, 45° dump... ... 66.7” (1695 mm) 
Operating load — SAEs iccsvxssevssccsssvcscscasccarsviersesccsnsskestscecrevveeserses 7,374 lb (3345 kg) 
Maximum material density — SAE .........cccsesceeeees 2,950 Ib/yd* (1750 kg/m’) 
Tipping load —- SAE 

Stra tacesssccaasscessecsxarecseesadea sisesiccsaatacrersaceesssdarseaceaavateanss 17,873 lb (8107 kg) 

APPIN csxgeteesteisscecersevtees tees ixerous aasereeleten isissienrrateparens 14,748 Ib (6690 kg) 
Lift capacity — 

Pull Weight sssseiciess cissavsssasssessssesissssacasvendasscssssotassssccastesictae 12,817 lb (5814 kg) 

Maximum reach... ... 18,418 Ib (8354 kg) 

1s golbbalo eepereret ster etreetererrrcerrt terete teerrterer eter tree ere 26,941 Ib (12 220 kg) 
Breakout force — dump cylinder ........cccsccesteesteeteeeeeteeees 26,055 Ib (11 818 kg) 
Loader clearance Circle s.ccscscssssccesssissssccsessscsssssisessoisasnscessisceas 461.4” (11 719 mm) 

3.0 yd> GP (2.29 m*) 2.75 yd> GP (2.10 m*) 2.75 yd° GP (2.10 m*) 
621D XR Bucket w/Bolt-on Edge Bucket w/Bolt-on Edge Bucket w/Teeth & Segments 

Operating height — fully raised w/spillguard ..........c.ccscseeeees 214.7” (5454 mM) oes 211.7” (5773 DM) sescsetesssissszesiesssesess 211.7” (5773 mm) 
Hinge pin height — fully raised... cssessstssesseeetssessenees 167.4” (4252 mm)... .. 167.4” (4252 mm)... .. 167.4” (4252 mm).... 
Overall length — bucket level on ground.. . 293.3” (7451 mm)... ... 290.7” (7384 mm)... ... 296.4” (7530 mm)... 
Dump angle = fully CaisSed |2......tcss.eccsisecsscddesshdecaeadsaatseddaleddbniascdsteddsiatdesseadeinece AA eeessesecesseseseensseseseeseseseseesesesneseseeees AM coo savesdsabgcdsasedédbcasidavsidatinasteseddsTueats 44°... 
Dump height — fully raised, 45° dump.. . 127.3” (3232 mm)... 129.1” (3279 mm)... 125.2” (3180 mm).... 
Bucket reach — fully raised, 45° dump............. .. 40.0” (1017 mm)... w. 38.3” (972 mm)... .. 42.3” (1074 mm).... 
Bucket reach — 7’0” (2.13 m) height, 45° dump . .. 73.8” (1874 mm)... eZ 20” AV BSOMMINY osveicssicssssvessssieedavteds 75.1” (1908 mm).... 
Operating load — SAE wiiisctsccstissciscaccasieesiauccaiiceiee: 7,438 Ib (3374 kg) ..cscesessesesesseeeeeeees 7,022 ID (B42 KG) scsessssecsicseussscersscd 7,480 lb (3393 kg)... 
Maximum material density — SAE... cece 2,479 Ib/yd? (1125 kg/m’)... eee 2,735 Ib/yd? (1241 kg/m’)... 2,720 lb/yd? (1234 kg/m’) 
Tipping load —- SAE 

Stra itecsesscccsleentsieetiiectdateiiiia tins avceasiiiests 17,825:1b (8085: KP) sscsssszsseesscarsisseese 18,001 1b\(8165 Ke) siccsccsestscccstiseass 17,916 Ibs(8127 Ke) i: cccsszscexscescstt 

AQ? SPU Ics: sctesteieteeersetee 20a tees ous saererl ates susie carans 14,876 Ib (6748 kg) ...eeeseeseeeeeeeees 15,044 Ib (6824 kg) ....ceeeeceeeeeeeee 14,959 Ib (6786 kg) ......escseseeeeeee 
Lift capacity — 

Full height........ ... 13,954 Ib (6329 kg)... .. 14,047 Ib (6372 kg) wees 13,979 lb (6341 kg) .... 

Maximum reach... «+4 £8,268. 1b (8286: KE) ciccssecessesscssivevesiee 18,374 Ib (8334 kg) ....cceseeeeteeeeeeee 18,304 Ib (8303 kg)... 

GSHOUN ssscesieedavsiecsisceveiss ... 22,590 Ib (10 247 kg)... .. 22,803 lb (10 343 kg)... .. 22,730 Ib (10 310 kg).... 


Breakout force w/tilt cylinder . ... 24,080 Ib (10 923 kg)... ... 25,556 Ib (11 592 kg)... .. 25,468 lb (11 552 kg)... 
Loader clearance Circle ic...ccsessscsesssisecscssnsacoxssscestsscoxesscctnsions A69°7" (11 931 MM) ss ccrsesisnscccsasreeeese A68:0" (11 887 1M) ciesscsissscccerscscvsseee 471.8 (11 983 mm) 
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2.5 yd’ GP (1.96 m)) 
Bucket w/Bolt-on Edge 


reitteite efectos! 193.9” (4925 mm) 
nieetnaeatek chet na 150.7” (3829 mm) 


satus hanealante enti 36.2” (919 mm) 
Rite iete eee 57.7” (1467 mm) 


spat hacceen tice 3,529 Ib/yd? (2094 kg/m’) 


21,508 Ib (9754 kg) 
18,070 Ib (8196 kg) 


Pabseahdeaauiat 14,799 Ib (6713 kg) 


bescesdetenei sa deeseeniee 26,621 lb (12 075 kg) 


2.5 yd° GP (1.96 m’) 
Bucket w/Bolt-on Edge 
iereeceomastticine atest 210.6” (5350 mm) 


Se eeaieaaien 2,975 Ib/yd? (1349 kg/m’) 


eee 218,209 Ib (8260 kg) 
ihewaa llasenteinean tet 15,233 Ib (6909 kg) 


essessssussseseesesssssssssesesen 14,7112 Ib (6401 kg) 


an isusetdanatlentenetell 466.1 (11 838 mm) 


sess 2.17 yd? (1.66 m’)... 
oe 2.56 yd (1.96 m’)... 
. 102.4” (2602 mm)... 
ath 1,792 Ib (813 kg)... 


. 271.6” (6899 mm)... 
eee 50°... 
. 113.9” (2894 mm)... 


aaniath 9,035 Ib (4098 kg) ... 


sees 21,054 Ib (9550 kg) ... 
wo 25,395 Ib (11 519 kg).... 


ae 167.4” (4252 mm)... 


_ 131.0” (3327 mm)... 
cae 36.3” (921 mm)... 
71.7” (1822 mm) ... 
cesvessesees 7,616 lb (3455 kg) ... 


niet 18,460 lb (8373 kg) ... 
.... 23,018 Ib (10 441 kg)... 
.. 267,374 lb (12 417 kg)... 


2.5 yd° GP (1.96 m>) 

Bucket w/Teeth & Segments 

...2.17 yd? (1.66 m’) 
. 2.56 yd (1.96 m°) 
. 102.4” (2602 mm) 
oe 1,859 Ib (843 kg) 
193.9” (4925 mm) 
150.7” (3829 mm) 
277.4” (7046 mm) 
sadstueacscnsisstsisicasseaess 50° 
_ 107.5” (2731 mm) 
Sst eiestetesesee 36.5” (928 mm) 
aed dteehducauvsieseatesevsiaataiaces 54.8” (1392 mm) 
settee tna 8,992 Ib (4079 kg) 
aahenene 3,513 Ib/yd? (2084 kg/m’) 


21,417 lb (9715 kg) 
17,984 Ib (8157 kg) 


Penne 14,731 Ib (6682 kg) 
oe 20,986 Ib (9519 kg) 
.. 25,352 Ib (11 500 kg) 
fe eseasicaeeueeties 26,557 lb (12 046 kg) 


2.5 yd? GP (1.96 m’) 
Bucket w/Teeth & Segments 
catuseiieaseunttietidedsuensens 210.6” (5350 mm) 
oe 167.4” (4252 mm) 
- 293.5” (7455 mm) 


_ 127.2” (3232 mm) 
... 40.3” (1024 mm) 
... 74.1” (1881 mm) 
eee 7,574 lb (3436 kg) 
aes 2,959 Ib /yd? (1342 kg/m’) 


eee 18,125 Ib (8222 kg) 
se ceseere Me ericerceteas 15,149 Ib (6871 kg) 


ee eer eae 14,045 Ib (6371 kg) 
... 18,390 Ib (8342 kg) 
wu. 22,945 Ib (10 407 kg) 
ww. 27,285 Ib (12 376 kg) 
Siiesient qi sues 469.8” (11 933 mm) 
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NOTE: 2XT lift arm with buckets 
for JRB 416 coupler. **XT lift 
arm with buckets for ACS 
Pro Series 2000° size 
30 HD coupler. Performance 
data unit equipped with 
17.5R25 16 ply XTLA tires, 
ROPS cab w/heater and 
A/C, standard 
counterweight, standard 
batteries, front and rear 
fenders, full fuel and 175 Ib 
(79 kg) operator. 
Specifications per SAE 
J732, J1234, J695, J742 
and J818. 


PRI BORO RA 


Electronic Information Center 


Displays /Gauges — 
Speedometer 
Tachometer 
Direction selected F/N/R 
Transmission modes — 

Auto shift/Manual shift 

Gear selected 
Gear position 
Turn signal indicator 
Engine coolant temperature 
Engine oil pressure 
Fuel level 
Transmission oil temperature 
Hydraulic oil temperature 
Voltmeter 
Hourmeter 

Indicator lights — 
Beacon* 
Work lights 
Loader control lockout 
Low coolant 
Brake pressure 
Master indicator 
Secondary steering* 
Parking brake 
Air conditioning* 
Hydraulic oil filter 
Transmission filter 
Air filter 

Audible alarms — 
Caution alarm 
Critical alarm 
Backup alarm 

Horn 


NOTE: *If equipped with option. 


POPE SRA PRK 


ROPS canopy 

Key start 

Articulated power steering 
w/tilt column 

Fully adjustable, vinyl 
suspension seat 

Foot throttle 

(1) Lever loader control w/wrist rest 

Cup holder 

Coat hook 

(2) Interior rearview mirrors 

2” (51 mm) retractable seat belt 

Storage tray behind seat 

Lunch box retainer strap 

Dual brake pedals 

F/N/R shuttle switch 


PRED 

Z-bar loader linkage 

Single control for lift and tilt 

Positive hold float 

Automatic return-to-dig 

Automatic height control 

Automatic return-to-travel 

Automatic self-leveling on XT 

Brake pedal transmission disconnect 

Bucket position indicator on bucket 
(Z bar only) 


at Waa 


Raise w/rated bucket load....... 5.4 sec 


Dump w/rated bucket load 


Z-Bar & XR.vvececcccccsceessseceeeee 1.5 sec 

Te Meese A ieee tee chest de Staea tiers 1.7 sec 
Lower (empty) 

Power GOWD ....cccccsscesssesseceeees 5.0 sec 

Float GOWN .......cccccssceessesseceeees 4.4 sec 
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DORR A OK 


Fuel tank... 50.0 gal (189 L) 
Hydraulic system 

TO bal siccecece seston esd 30.0 gal (113.6 L) 

Reservoir ..........00+ 15.0 gal (56.8 L) 
Transmission 

Service w/filter .......... 2.0 gal (7.8 L) 


Front and rear axle 

Total axle (each)...... 22.0 qt (20.9 L) 
Engine oil w/filter...... 16.0 qt (15.1 L) 
Cooling system (-40)... 5.1 gal (19.2 L) 


PODER IK PRICK 


Z-Bar 

Unit equipped with ROPS 

cab with heater and A/C, 

standard counterweight, 

20.5R25 XTLA Michelin tires, 

front and rear fenders, 

2.5 yd’ (1.96 m’) general purpose 
loader bucket w/edge, 

full fuel, 175 Ib (79 kg) 

OPCLAtOL oes eeseessees 25,888 Ib (11 743 kg) 


XT 

Unit equipped with ROPS 

cab with heater and A/C, 

standard counterweight, 

17.5R25 16 ply XTLA Michelin tires, 
front and rear fenders, 

2.5 yd? (1.96 m’) ACS loader 

bucket w/edge and coupler, 

full fuel, 175 Ib (79 kg) 

operator .........04 27,602 Ib (12 520 kg) 


XR 

Unit equipped with ROPS 

cab with heater and A/C, 

standard counterweight, 

20.5R25 XTLA Michelin tires, 

front and rear fenders, 

2.5 yd’ (1.96 m’) general purpose 
loader bucket w/edge, 

full fuel, 175 Ib (79 kg) 

operator .........+ 26,661 Ib (12 093 kg) 


TERE OS PRA OCSIOK 


OPERATOR’S ENVIRONMENT 
See page 5 

ENGINE 

Case 6BT-590 diesel 
Turbocharger 

Automatic fan belt tensioner 
Integral engine oil cooling 
Fuel filter w/water trap 
Dual element air cleaner 

65 amp alternator 

(2) 700 CCA 12-volt batteries 
Liquid-cooled radiator 

Non spark-arresting muffler 


LOADER 

See page 5 

DRIVETRAIN 

4-wheel drive 

4F/3R Selectable autoshift/manual 
shift transmission 


PRK DRL RK 


OPERATOR’S COMPARTMENT 
Cab with — 
Pressurized, air filtering 
Anti-glare window strip and visor 
Defroster 
Cloth-covered mechanical 
suspension seat 
Side windows, partial/fully opening 
Dome light 
Wipers, rear and intermittent front 
Windshield washers, front and rear 
Rubber floor mat 
Cloth-covered air-suspension seat 
3” (76 mm) retractable seat belt 
Sound Shield noise suppression 
package 
Cab heater 
Cab air-conditioning w/heater 
Radio or radio/ cassette 
Radio-ready (12 or 24-volt) 
Auxiliary power (12-volt) 
Lighter (24-volt) 


NOTE: All specifications are stated in 
accordance with SAE Standards or 
Recommended Practices, where applicable. 


Form No. CE 294-10-01 
Replaces Form No. CE 294-08-01 


CASE 


Electronic Control Module — 
Programmable, computer 
controlled proportional shifting 
with programmable gear selection 

Onboard diagnostics 

Single lever electronic shift control 
F/N/R switch in loader 
control handle 

Downshift button 

Torque converter 

Outboard planetary axles 

Limited-slip differentials 

Transmission oil cooler 

Brake pedal transmission disconnect 

Hydraulic wet disc brakes 

Spring-applied hydraulic release 

parking brake 

Limp-Home Mode 

Lubed-for-life drive shaft 


Rotating beacon 

External rearview mirrors 

RH steps and platform 
Conventional (open-center) axles 


ENGINE 
Cold weather ether starting aids 
Engine block heater 


LOADER 
XT Tool-Carrier Loader Arms 
Hydraulic attachment coupler 
Attachment auxiliary hydraulics 
Loader controls — 

3-spool, 2-lever 
Buckets (see page 3 & 4) 
Loader coupler systems 


HYDRAULICS 

Auxiliary hydraulics 

Ride Control 

Secondary steering 

3 or 4-spool loader valves with 
2 or 3-lever loader control 

Hydraulic reversing fan 


IMPORTANT: Case Corporation reserves the 
right to change these specifications without 
notice and without incurring any obligation 
relating to such change. 


Visit Case Construction on the Web at: 
http:/ /www.casece.com 
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HYDRAULICS 

2-spool loader control valve 
Flow-amplified, wide-angle steering 
(8) Diagnostic quick couplers 


OTHER 
Front and rear fenders 
Lights — 
(2) Front driving headlights 
(high/low beam) 
(2) Front flood 
(2) Stop/tail lights and backup light 
(2) Rear flood 
Front and rear turn signal/flash 
Standard counterweight 
Drawbar hitch 
Articulation locking bar 
Lift arm locking bar 
Lift and tie-down points — front/rear 
Backup alarm 
Remote drain points 


TIRES 

17.5R25 XTLA (dirt) 

17.5x25 - 12 PR L2 (dirt) 

17.5x25 - 12 PR L3 (rock) 

17.5R25 XHA (rock) 

17.5R25 VUT (dirt) 

17.5R25 VMT (rock) 

20.5R25 XTLA (dirt) 

20.5x25 VMT (rock) 

20.5x25 - 12 PR L2 bias (dirt/traction) 
20.5x25 16 PR L2 (dirt) 

20.5x25 - 12 PR L3 bias (rock) 
20.5R25 XTLA radial (dirt/traction) 
20.5R25 XHA radial (rock) 


OTHER 
Special paint 
Full coverage fenders 


CASE CONSTRUCTION EQUIPMENT 
CONTACT INFORMATION 


NORTH AMERICA/MEXICO: 
700 STATE STREET 
RACINE, WISCONSIN 53404 


LATIN AMERICA: 

AV. GENERAL DAVID SARNOFF 2237 
32210 — 900 CONTAGEM — MG 

BELO HORIZONTE BRAZIL 


EUROPE/AFRICA/MIDDLE EAST: 
18, PLACE DES NYMPHEAS 

ZI PARIS NORD 11 95915 

ROISSY CDG CEDEX FRANCE 


ASIA PACIFIC: 

31-67 KURRAJONG ROAD 

ST. MARY’S 

NEW SOUTH WALES 2760 AUSTRALIA 


